
FORK
LASER

TINE-GUIDE

helps operators to have visual control over the position of 
the forks thus preventing damage to the load and racks.

• greater handling safety with cargo pallets
• less damage to load and racks
• more productivity, less downtime



The Tine-Guide dual laser version with two laser beams, one 
illuminates a beam in the form of a horizontal line parallel to 
the tips of the forks. The second represents a “dot” 20 cm 
below the line of the fork tips. This achieves precision when 
moving large bales or boxes where one laser navigates the 
forks onto a pallet and the other helps the operator finding 
the rack height with a pallet on the forks. Replacement Li-Ion 
battery and 220VAC charger included.

Dual laser version

The Tine-Guide standard single laser version shines with 
one beam in the form of a horizontal line parallel to the tips 
of the fork of the FLT. Most economical and the most popular 
version on the market. The device is put into operation 
using a vibrating unit, which automatically turns on the laser 
when vibrations are detected. Also, when the FLT is idle, 
the vibrating unit turns off the laser, saving battery power. 
Replacement Li-Ion battery and 220VAC charger included.

Single laser version

•	 Laser pointer in the form of a line which helps to 
determine the exact position of the forks or pallet.

•	 Delivered with a spare Li-Ion battery and charger for fast 
recharging in 4 hours.

•	 Complies with European ISO FEM standards, ISO FEM2, 
ISO FEM3, ISO FEM4 A or B.

•	 In case of forks or carriage wear, the exact position of the 
laser line can be adjusted.

•	 Equipped with a sensor that, due to tremors, automatically 
switches the laser on and turns off when not in use, 
saving battery power (lasts up to 50 hours of continuous 
operation).

•	 Opportunity to choose red or green laser color made of 
durable aluminum alloy.

•	 The operator does not have to worry about the control at 
all.

•	 Remote RF, height sensor, cold store application available 
upon request.
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