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in 

Germany

Waterproof heavy-duty monitor
MD3073

	Single frame mode
	PAL-480 visualisation (no image distortion)
	16:9 format

  EN 12895 forklift trucks
  EN 13309 construction machinery
  EN 14982 agricultural/forestry machinery
  ISO 13766 earth-moving equipment
  EN 55025:2009
  EN 55032:2015 Klasse A (field strength)
  EN 50121-3/4

  Connection of 2 cameras and additional connection 
for external video controller. Standardised, water-
proof M12 connector

Standards/certificates/quality sealsKey facts

Image visualisationPlug connectionOperation

Technical data

The MD3073 water and dust-proof monitor has been 
specially designed for mobile machines where water 
and dust are major considerations. It is mainly used 
in forklift and logistics, and here primarily in cold store 
operations. Its strengths include coping with fluctua-
tions between hot and cold temperatures. The display 
still delivers crystal clear images even under these dif-
ficult environmental conditions. The robust monitor can 
also be used for construction, agricultural and foundry 
applications. Software updates keep the MD3073 at 
the cutting edge of technology and ensure it is future-
proof.

  Housing degree of protection
IP67

  Background lighting
typ. 500 cd/m²

  Screen diagonal
17.8 cm (7“/16:9)

  Resolution
H 800 x 3(RGB) x V 480 pixels

  Video inputs
3

  Control cables 
(Input) 0 … 60 V DC, RIN > 8 kΩ, switching threshold 
approx. 6 V (high-active)

  Contrast ratio
800  (0°) 

  Viewing angle
H 120°/V 100° (CR ≥ 10)

  Video signal
FBAS (CVBS)

  Video system
PAL/NTSC

  Signal input
1 Vpp (30 % Sync. neg.) / 75 Ω

  Power supply
9 V…60 V DC

  Fuse
5 A/250 V AC IEC 60127-2

  Current consumption (not including cameras)
560 mA...120 mA (@ 9 V...60 V DC)

  Power consumption
26 W

  Electromagnetic compatibility (EMC)
Interference-resistant electrical layout in accordance 
with the following industrial standards: EN 13309, EN 
14982, EN 50121, EN 55022, EN 61000, ISO 11452 
and ISO 13766

  Operating temperature
-30 °C to +80 °C

  Storage temperature
-30 °C to +80 °C

  Mechanical resistance
Vibration EN60068-2-6:5 g (60 Hz...500 Hz)/0.35 
mm (10 Hz...60 Hz)/2 h per axle. Broadband noise 
EN60068-2-64 5,72 m/s2 RMS class B/1 Hz...150 Hz 
/5 h per axle Shock EN60068-2-27: 50 g / 11ms / 
6 shocks per axle, 3 X positive, 3 X negative Con-
tinuous shock EN60068-2-27: 30 g / 1000 per axle  / 
11ms / 1h per axle

  Weight
0.9 kg inc. light protection hood

Dimensions in mm

Scope of delivery

MD3073 401 3080 000
MD3073-AK-300 812 0000 300
Operating instructions 103 0000 215

	Keyboard locking function
	Horizontal & vertical image mirroring
	Back-lit operating elements
	Administrator and user rights
	Advanced “Expert” functions

 Robust water and dust-proof monitor
	7‘‘ monitor (17.8 cm screen diagonal)
	Flat and compact design
	PAL/NTSC video system 
	Future-proof due to software updates
	Supply voltage of 9 V...60 V DC
	Connection of up to two cameras and one 

	 additional external video controller 
	 (for up to four more cameras)
	Automatic dimmer function
	Back-lit keyboard
	Deep, serial light protection hood 

	 (impact protection conformity)
	Made in Germany


