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▪ Schutzklasse IP69K 

▪ Videoeingang PAL/AHD720P/AHD1080P 

▪ Videoausgang PAL/AHD720P/AHD1080P 

▪ Übertragung 300 Meter (barrierefrei) 

▪ Betriebstemperaturbereich von –20°C bis +70°C 

▪ Lagertemperaturbereich –30°C bis +80°C 

▪ Betriebsfrequenz 2,4Ghz 

▪ Verzögerungszeit 200ms 

▪ Spannungsversorgung 10-32V DC 

▪ Leistungsstrom 12V/0,5A 

▪ System PAL/NTSC/AHD (Auto) 

▪ Maße L: 105mm x H: 106mm x B: 25,2mm 

▪ Videocode H.264 

▪ Sendeausgangleistung 20dBm 

▪ Empfangsempfindlichkeit –86dBm 

▪ WiFi Standard IEEE 802.11b/g/n/  

▪ Gewicht 0,32kg 

▪ Bis zu 4 Sender auf einen Empfänger 

▪ Protection class IP69K 

▪ Video input PAL/AHD720P/AHD1080P 

▪ Video output PAL/AHD720P/AHD1080P 

▪ Transmission 300 Meter (Barrier-free) 

▪ Operating temperature  –20°C to +70°C 

▪ Storage temperature  –30°C to +80°C 

▪ Operating frequency 2,4Ghz 

▪ Time Delay 200ms 

▪ Power supply 10-32V DC 

▪ Camera Supply 12V/0,5A 

▪ System PAL/NTSC/AHD (Auto) 

▪ Dimension L: 105mm x H: 106mm x B: 25,2mm 

▪ Videocode H.264 

▪ Transmission output power  20dBm 

▪ Receiving Sensitivity –85dBm 

▪ WiFi Standard IEEE 802.11b/g/n/  

▪ Weight 0,32kg 

▪ Up to 4 transmitters on one receiver 

Produktvarianten / Product variants  

3050032 AVS-Wireless  
Receiver-P2 FHD 

▪ Empfänger Stromversorgung 
über Monitor 

▪ Receiver Power over Monitor 

3050031 AVS-Wireless  
Transmitter-2 FHD 

▪ Sender externe  
Stromversorgung 

▪ Transmitter external Power 

3310048 AVS-Wireless-Set-P2 
FHD 

▪ Sender & Empfänger Set 
3050032, 3050031 & 3020120 

▪ Receiver & Transmitter Set 
3050032, 3050031 & 3020120 

Key Facts 
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Stecker / Connector 

Empfänger / Receiver - Power & Video 

M12A-kodiert, Buchse, 4polig, IP67 
M12A-coded, Female, 4pole, IP67 

Sender / Transmitter - Video 

M12A-kodiert, Stecker, 4polig, IP67 
M12A-coded, Male, 4pole, IP67 

Sender / Transmitter - Power 

M12A-kodiert, Stecker, 5polig, IP67 
M12A-coded, Male, 5pole, IP67 

3020120 AVS-Cable 23.5 ▪ M12A-kodiert Buchse 5polig ▪ M12A-coded Female 5pole 

Stromkabel Wireless Transmitter (Länge 3 Meter) 
Powercable Wireless Transmitter (Length 3 Meter) 
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