loadmatic™

HYDRAULIC LOAD INDICATION &
OVERLOAD PROTECTION SYSTE

EASY TO INSTALL

Maximizing company revenue
by optimizing the material handling

Features

Accuracy: Typically 1%.

Does not alter fork truck dimensions.

Does not lower the rated capacity of the forklift truck.
No cables in the mast.

High robustness and quality on all components.

Easy to use, install, impossible to overload and incredibly reliable.

Can be installed on a diverse range of lifting equipment.
Load status through Overload bar.

Overload warning by audible alarm.

Overload records starage in Corematic Web App.

Relay prepared for any overload action.

Serial port: Connect a printer or external equipment.
Printable time and date stamped weighing reports.
Comprehensive system functionality:

Grass, Tare, Net, Accumulation, Target functions, etc.
Extensive settings for freezing weighing results.
System volt and pressure measurement.

Integrated WiFi, Hotspot and Bluetoath.

Wireless data transfer ta Carematic Web App and ERP system.

Immediate online weighing data availability for further processing.

Online weighing system configuration.

REDUCE SERVICE

Fast weighing

Overload security

onstant high material handling safety

SITE SAFETY INCREASES

Optimized material handling

LoadMatic is a combined weighing system
and overload guard that provides fast
weighing and immediate overload protection
directly on the forklift before the damage is
made.

The mohile weighing system is an excellent
tool for fast load checks. The system
minimizes the forklift traffic, the time and
energy consumption plus the collision risks
with personnel.

The integrated overload bar and alarm keeps
the driver informed about the load relation to
the forklift overload limit, and the electric
relay prevents dangerous situations.
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How it works S - NN  Technical specifications

Pressure range . 0-160 bar, 0-250 bar, 0-400bar
The LoadMatic Hydraulic weighing and Overload protection system Capacity - Same as forklift
weighs the load when lifting it up to a fixed point, and warns the operator
. L L . . Accuracy - Typically +/-1% of the capacity
if the preset lifting limit has been exceeded by measuring the pressure in
the lifting hydraulics. Power supply +12-80voe

Temperature range
When the forklift operator lifts a load the load bar will keep him informed

. . . . . \ . Operation . -10°C to +50°C

about its weight in relation to the maximum lift capacity. If the operatar
attempts to lift above the pre-set lifting limit both the integrated audible Storage 1-20°Cto+70°C
alarm and the relay will be activated. The relay could Protection class . Sensor IPE7, Indicator P65
activate a speed reduction, an automatic lowering of the forks or any

L ; ’ WiFi Data transfer . Integrated
similar forklift action.

Web App : Included

Fully adjustable, does not affect hydraulic lifting performance and Bluetooth Data Transfer  : Integrated

improves site safety. The system is also suitable for loaders, straddle car-

riers and telehandlers. Uptions
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